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I SPECIFICATION

1—LEVER

2—CLAMPER

3—PUNCH PLATE
4—ABRASIVE PAPER
5—BENT SIDES
6—VELCRO SANDPAPER

7—BASE
8—DUST BAG
9—HOLE
10—ENTRY PORT
11—PROTRUSION
12—DUST SPOUT
13—SLIDE SWITCH

ORBITS NETT
MODEL PAD SIZE (PER WNUTE) DIMENSIONS WEIGHT
116mm x 104mm 120mm x 112mm x 131mm 0.95kg

BO4SS3 | (4.0r16" x4-3/32") 14,000 (4-3/4 x 4-/16" X 5-1/8") (2.11bs)
116mm x 104mm 122mm x 114mm x 131mm 0.95kg

BO4SH | (4016 x4-3/32") 14,000 4-13/116" x4-1/2" x5-1/8") 2.11bs)
Bodser | 112mm x 190mm 14,000 209mm x 112mm x 129mm 0.95kg
(4-13/32" x 7-15/32") . (8-7/32" x 4-13/32" x 5-5/64") (2.11bs)

« Manufacturer reserves the right to change specifications without notice.
» Note: Specifications may differ from country to country.

ADDITIONAL SAFETY RULES
1. Hold the tool firmly.

2. Do not leave the tool running. Operate
the tool only when hand-held.

3. This tool has not been waterproofed, so
do not use water on the workpiece
surface.

Noise generation

The noise generated by this machine may pass
85 dB (A) during operation. In this case,
soundproof device and ear protector should be
used to protect operator from the noise. The
noise generated by this machine is measured
according to ICE59CO11, IEC704, DIN45635 Teit
21, NFS31-031 (84/537/EWG).

SAVE THESE INSTRUCTIONS

Attaching abrasive paper

CAUTION:

Always be sure that the tool is switched off and
unplugged before installing or removing the
paper.

Model BO4553 (1 and 2)

Raise the lever. Insert the paper end into the
clamper, aligning the paper edges even and
parallel with the sides of the base. (Prebending
the paper makes attachment easier). Once the
paper is in place, return the lever to its original
position.
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Repeat the same process for the other end of
the base, maintaining the proper paper tension.

CAUTION:

After inserting the paper, make sure the teeth of
the clamper hold it securely. Otherwise the paper
will be loose and subject to slippage, resulting in
uneven sanding operation.

Hold the tool with the paper surface facing up.
Place the punch plate over the paper so that the
bent sides of the punch plate are flush with the
paper edges. Then press the punch plate to make
holes in the paper.

Models BO4554 and BO4561 (3 and 4)
IMPORTANT:

Use i r with
sander.

To attach the sandpaper:

1. Set the tool upside down so that the pad is
on top.

2. Position the sandpaper to fit the shape of the
base. lign_the holes on th
sandpaper with the holes on the pad (the
dust will be sucked into these holes; it is
therefore important to feave them open).

3. Press the paper firmly over the pad.

To remove the sandpaper:

1. Set the tool upside down so that the
sandpaper is on top.

2. Grasping one corner of the sandpaper, peel
it from the pad.

Note: /f the sandpaper is in good condiition, save
it for further use.

When sanding in narrow, hard-to-reach areas
(e.g., shutters, blinds, louvres), attach the cone-
shaped abrasive papers to the end of the pad
(bottom and top). To sand the end of thin
materials, fold the abrasive paper and attach to
the side of the pad as shown (4 and 5).

Dust bag

The use of the dust bag makes sanding
operations clean and dust collection easy. To
attach the dust bag, fit the bag’s entry port onto
the dust spout on the tool so that the hole in the
entry port is just over the protrusion on the dust
spout.

For the best results, empty the dust bag when it
becomes about half fuli, tapping it lightly to
remove as much dust as possible.

Switch action

To start the tool, move the slide switch to the
“ON” position. To stop, move the slide switch to
the “OFF” position.

Operation

Hold the tool firmly. Turn the tool on and wait
until it attains full speed. Then gently place the
tool on the workpiece surface. Afinishing sander
is generally used to remove only a small amount
of material at a time. Since the quality of the
surface is more important than the amount of
stock removed do not bear down on the tool.

Keep the base flush with the workpiece at all
times. Excessive pressure may damage the
paper and shorten tool life.

You can put a high polish on furniture or other
fine surfaces by using a cloth under the tool.

For BO4561

This tool is handy for sanding louvres, etc. When
sanding louvres, insert the protruding portion of
the pad between the louvres and sand them
using the upper or lower side of the abrasive
paper.

CAUTION:

¢ Do not block motor vent with your finger or
hand.

¢ Never run the tool without paper. You may
seriously damage the pad.

MAINTENANCE

CAUTION:

Always be sure that the tool is switched off and

unplugged before attempting to perform
inspection or maintenance.

To maintain product SAFETY and RELIABILITY,
repairs, carbon brush inspection and
replacement, any other maintenance or

adjustment should be performed by Makita
Authorized or Factory Service Centres, always
using Makita replacement parts.

Accessories:

The extensive range of accessories with relevant
part number is shown in our catalogues.

Guarantee:

We guarantee Makita tools in accordance with
statutory/country specific regulations. Damage
attributable to normal wear and tear, overioad or
improper handling will be excluded from the
guarantee. In case of complaint, please send the
machine, undismantled, with the GUARANTEE
CERTIFICATE found at the end of this manual,
to your dealer or the Makita Service Centre.

MANUFACTURER RESERVES THE RIGHT TO
CHANGE SPECIFICATIONS WITHOUT
NOTICE. NOTE: SPECIFICATIONS MAY
DIFFER FROM COUNTRY TO COUNTRY.



